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LD LMT   204200	LB  92650 KG


LT WT      58800	LB  26650 KG  NEW  10-86


























CONSULT OWNER BEFORE REPAIRING TANK


SHARP OBJECTS MUST NOT CONTACT LINER











CONSULT OWNER BEFORE REPAIRING TANK


SHARP OBJECTS MUST NOT CONTACT LINER





























MAXIMUM OPERATING


PRESSURE FOR HTR COILS


150 PSI. EXTERIOR HEATER


PIPES NO INLET OR OUTLET


CAPS REQUIRED. VENT TANK


WHEN UNLOADING.
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4” FIBREGLASS


INSULATION.


DO NOT EXCEED 450º F








DOT 111A 100 W1


SAFETY VALVE 75 PSI


TESTED 1999 DUE 2009


TANK 100 PSI


TESTED 1999 DUE 2009


EXTERIOR HEATER COIL 200 PSI








4” FIBREGLASS


INSULATION.


DO NOT EXCEED 450º F

















TITLE TO THIS CAR IS


VESTED IN A TRUSTEE


UNDER AN EQUIPMENT


TRUST AGREEMENT OF


THE INTERSTATE


COMMERCE ACT


















































PLASCHEM


APPLIED 10-98


TRN PLT 26


























CGTX 14392





CGTX 14392
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LD LMT   204200	LB  92650 KG


LT WT      58800	LB  26650 KG  NEW  10-86








SPRG D-5


36” STL. WHLS


BRK BM AAR-18
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CGTX 14398





CGTX 14398








CAPT 16744 GLS


CAPT  63627 LITERS





CAPT 16744 GLS


CAPT  63627 LITERS








DOT 111A 100 W1


SAFETY VALVE 75 PSI


TESTED 1999 DUE 2009


TANK 100 PSI


TESTED 1999 DUE 2009


EXTERIOR HEATER COIL 200 PSI
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COMMERCE ACT
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in case of spillage, contamination or exposure

Call CHEMLINE 24hrs toll free

800-424-9300



