Because the UMPS software aon not drectly recsive | ntd Hex file correctly, we will convert
the Intel Hex file to Bin file first, the Hex2bin.exe aon be downloaded form weksite

http: //www.keil.com. Then load the bin file ond implement simulation in UMPS. Note that
UMPS set with 12MHz qou dodk frequency ond 1 gou oyde for saeen refresh.

CNUTP_WORKSspixdir uw

Uolume in drive C iz 78
Uolume Serial Number iz 280B-ADA3
Directory of C:NWTP_UWORKMwspi

LEEPROM] EEPROM.TXT HEX2BIN.ERE
SPI.C SPI.HER SPI.LNP

SPI_OPT.BAK SPI.OPT SPI.PLG
SPI

[DOCUMENT 1 SPI.0OBJ
54,814 hytes
4 dir(s> 12,251.34 MB free

C:SWTP_WORKNspithex2hin spi.hex

HEX2BIN Uerszion 1.86

Copyright <c? 1995 Programix Cor

Portions copyright <(c) 1993 1995 BITUHRE.

All rights reserved.

Status: Creating binary file.

Status: Weiting 6 bytes at address BxBUAAAAF] .
Status: HEX to BIN conversion was successful.
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Convert the Intd Hex file to Bin file

PLL MC145170
C: Dpo110011

N: poopoooll
R: 00000000

(2¢3/4) REF out = OBCin/3
(7)- Don't Exchange Phase R&V
{)- Phazs detector B enabled
{53 Lock detector enabled
(13- Fw ontput enabled
(03- Fr output enabled

N = 03ESh (1000)
R =0078h (120)

Fose = 1200000
Faym =0.10000
Fm = 100.00000

Aonn AN

Load the spi.bin in UMPS soffware, set the corresponding PLL pin connedtion, ond
implement simulation. N= 1000, R=120



