Setting GPRS dan MMS di Ponsel Siemens

Langkah I.

Menu( Setup( Connectivity( Data Service( MMS, WAP( Add. profile( OK
Profile name   : M3-GPRS
[V] GPRS setting  

APN
      
: www.indosat-m3.net
Login
      
: gprs

Password   
: im3

Langkah II.

Menu( Setup( Connectivity( Data service( MMS,WAP( Add. profile( OK

Profile name  : M3-MMS
[V] GPRS Setting :

APN
     
: mms.indosat-m3.net

Login name 
: mms

Password     
: im3

Langkah III.  Setting WAP Internet

Menu( Surf & fun( Internet( Profiles( Profile One( Edit
Profile name        : IM3-GPRS
Homepage           : http://wap.indosiar.com 
Conn. Profile       : M3-GPRS
Gateway              : IP address    : 010.019.019.019

                              Data mode  : Conn. Oriented

[V] Show image

CSD lingertime   : lewatkan

GPRS lingertime : 5 menit

Security               : Kotaknya di kosongkan

Langkah IV.  Setting MMS

Menu( Surf & fun( Internet( Profiles( Profile two( Edit

Profile name        : IM3-MMS
Homepage           : kosongkan saja

Conn. Profile       : M3-MMS
Gateway              : IP address   : 010.019.019.019

                              Data mode : Conn. oriented

CSD lingertime   : lewatkan

GPRS lingertime : 5 menit

Security               : Kotaknya dikosongkan saja
Berikutnya

Menu( Message(  Mesg. Setup( MMS( Empty( Option( Ok
Rename
 
 : IM3

Validity                        : Maximum

Read report

 : On

Delevery report            : On

Autodownload             : On

Sent item                      : On

Message server            : http://mmsc.m3-access.com/
Wap profile                  : IM3-MMS
Page duration               : 10 seconds

Default priority            : Normal

